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The optical coupler divides the optical signal, thus making
the optical signal oscillate between the FP-L.D and the fiber
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1
OPTICAL TRANSMITTER

TECHNICAL FIELD

The invention relates to optical access network, especially
relates to the optical transmitter in the field of optical access
network.

BACKGROUND TECHNOLOGY

In current TDM-PON system, FP-LD (Fibry-Perot laser
diode, also called Fibry-Perot semiconductor laser) is exten-
sively used as a transmitter of an optical network unit
(ONU), due to low cost, easy operation and simple manu-
facturing process, as shown in FIG. 1. FIG. 1 shows an
optical line terminal 11 (OLT, which a local device), a
remote node 12 (RN) and an optical network unit 13 (ONU,
which is terminal device). Wherein, the optical line terminal
11 comprises a downlink transmitter 111, an uplink receiver
113, and an arrayed waveguide grating (AWG) 112. The
remote node includes optical splitter 121. The optical net-
work unit 33 comprises an arrayed waveguide grating 131,
a downlink receiver 132 and an uplink transmitter 133.

However, the multimode characteristic of FP-LD limits its
application. Generally speaking, the modulation rate of
FP-LD is less than or equal to 2.5 Gb/s, and the transmission
distance is less than or equal to 10 km. Therefore, for 10G
TDM-PON system, or the transmission distance is more
than 10 km, FP-LD is not suitable. Thus, a high-performance
and high-cost DFB-LD (distributed feedback laser diode)
laser is required to directly modulate downlink or uplink
data at OLT end or at ONU end. In order to reduce the cost
of the TDM-PON system, it is desirable to use low-cost
FP-LD to realize high modulation rate and longer transmis-
sion distance like DFB-LD laser.

External optical injection is an effective method to
improve FP-LD transmission characteristic, such as improv-
ing modulation bandwidth, reducing nonlinear distortion,
reducing mode partition noise, reducing chirp, and output-
ting a single-mode optical wave with constant power and
high side mode suppression ratio.

FIG. 2 shows an external injection locking mode of the
FP-LD 21. The injected laser forces the multimode FP-LLD
21 to operate in a quasi single mode, and suppresses mode
partition noise. In this way, the external optical signal acts as
a seed light 23 to oscillate in a FP cavity via a circulator 21,
therefore the nearest mode to the peak wavelength of the
injected signal will be locked to the injected light, and other
modes will be suppressed. Finally, the FP-LD 21 can pro-
duce a single longitudinal mode (SLM) output with a
constant power, which has nearly the same transmission
performance as DFB-LD.

However, the solution has the following disadvantages:

1. if the scheme is applied to an ONU, external injection
locking mode requires an additional light source at each
ONU, thus adding system cost.

2. in the existing system, external injection light source is
considered as an independent device, thus it is not easy to
integrate the device into an ONU module unit.

3. the external seed light source is an active component,
and it needs to control its on/off state.

Therefore, the solution is not feasible that employing
external injection locking mode to improve FP-LD charac-
teristic to achieve a better transmission feature in an actually
realized TDM-PON system.

In addition, as a large number of new advanced multime-
dia applications appear, such as the service deployment of
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3D TV, remote medical services, online games, interactive
video electronic learning etc., there has been a great increase
in the need of the network bandwidth bearing these appli-
cations. NG-PON2 (Next Generation Passive Optical Net-
work) becomes a hot topic in ITU-T (Telecommunication
Standardization Sector of the International Telecommunica-
tions Union) and FASN (Full Service Access Network).
Most operators expect NG-PON2 to provide more band-
width, higher optical divide ratio, longer transmission dis-
tance and greater access capability. Currently, both of FSAN
and ITU-T determine their need of NG-PON2, to improve
the available bandwidth to a rate of up to 40 Gb/s.

Among all the candidate technical solutions, TWDM-
PON (Time Wavelength Division Multiplexing) has been
considered as a primary solution for NG-PON2 in recent
FSAN meeting, wherein 4 XG-PONs (that’s 40G PON) are
stacked by four 10G GPON, and the typical optical divide
ratio is 1:64, thereby achieving an aggregate rate of 40 Gbps
in downstream and 10 Gbps in upstream. In a single wave-
length, TWDM-PON reuses XG-PON (that’s 10G PON)
downstream multiplexing and upstream access technology,
timeslot granularity, multicast capability, and bandwidth
allocation mechanism.

In TWDM-PON access, an ONU transmitter must be able
to adjust any of four upstream wavelengths. Thus, it is need
to design a low-cost ONU transmitter with tunable wave-
length to reduce the cost of 40G TWDM-PON.

Tunable wavelength technology is an effective scheme to
realize an tunable ONU transmitter, wherein, the tunable
laser is used in an uplink signal transmitter, shown as FIG.
3. FIG. 3 shows an optical line terminal 31, a remote node
32 and an optical network unit 33. Wherein, the optical line
terminal 31 comprises transmitters 3111-3114, uplink
receivers 3131-3134, arrayed waveguide grating 312 and
315, and circulator 314. The remote node includes an optical
splitter 321. The optical network unit 33 comprises an
arrayed waveguide grating 331, a tunable filter 3321, a
receiver 3322 and a tunable laser 333.

However, the tunable laser is a very expensive device.
Especially, NG-PON2 needs to support the optical divide
ratio of more than or equal to 1:64, and this means at least
64 tunable lasers are needed in a ONU transmitter, which
will lead to an enormous cost for realization, and thus
inevitably limits the large scale deployment of TWDM-PON
system.

SUMMARY OF THE INVENTION

The invention concerns to design a tunable/fixed wave-
length ONU transmitter with low cost based on self-injec-
tion FP-LD laser. The basic idea of the invention is: an
optical coupler cascaded with a FBG or tunable FBG is
directly integrated in a commercial ordinary FP-LD to form
a feedback cavity. The FBG or tunable FBG maybe used as
an optical filter, to select a dedicated longitudinal mode in
the optical spectrum outputted from the original FP-LD.
Besides, the FBG or tunable FBG may also be used as an
optical feedback device. Thus, the selected longitudinal
mode will be fed back to the original FP-L.D by the FBG or
tunable FBG. For a tunable FBG, the FP-LD can generate a
single longitudinal mode output with a constant power of
different wavelength, by adjusting the central wavelength of
the reflection optical spectrum of the tunable FBG. Based on
the self-injection FP-LD technology, it can directly adjust
the wavelength needed by the FP-LD output, by dynami-
cally controlling the central wavelength of the tunable FBG,
thereby achieving a tunable uplink optical transmitter.
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The invention proposes an optical transmitter, comprising
a FP-LD, for generating multiple-longitudinal mode light
wave, wherein the FP-LD is also driven by an electrical
signal, modulating the electrical signal to the multiple-
longitudinal mode light wave, and outputting the modulated
multiple-longitudinal mode light wave; an optical coupler,
coupled with the FP-LLD, wherein the coupler is used for
feeding the modulated multiple-longitudinal mode light
wave from the FP-LD to a fiber Bragg grating; the fiber
Bragg grating is for filtering the received multiple-longitu-
dinal mode light wave according to a predetermined param-
eter, and feeding back the optical signal generated after
being filtered to the optical coupler; the optical coupler
divides the optical signal, thus making the optical signal
oscillate between the FP-LLD and the fiber Bragg grating to
form a oscillation cavity, and outputs a stable single mode
optical wave.

According to an aspect of the invention, an optical trans-
mitter in TDM-PON is provided, comprising: a FP-LD,
generating multiple-longitudinal mode light wave, wherein
the FP-L.D is also driven by an electrical signal, modulating
the electrical signal to the multiple-longitudinal mode light
wave, and outputting the modulated multiple-longitudinal
mode light wave; an optical coupler, coupled with the
FP-LD, wherein the coupler is used for feeding the modu-
lated multiple-longitudinal mode light wave from the FP-LLD
to a fiber Bragg grating; the fiber Bragg grating is for
filtering the received multiple-longitudinal mode light wave
according to a predetermined parameter, and feeding back
the optical signal generated after being filtered to the optical
coupler; the optical coupler is for dividing the optical signal
to a first branch optical signal and a second branch optical
signal, wherein, the first branch optical signal is fed back to
the FP-LD, and the second branch optical signal is fed to a
detector; the detector is used for judging whether the wave-
length and power of the second branch optical signal meet
a predetermined condition; when the predetermined condi-
tion is not met, the FP-LD reflects the first branch optical
signal to the optical coupler, and the optical coupler, the fiber
Bragg grating, the optical coupler and the detector in turn
repeat respectively the operations of the feeding, the filtering
and feedback, the dividing and the judging; when the
predetermined condition is met, the output port of the second
branch optical signal is an output port of the optical trans-
mitter.

According to a second aspect of the invention, an optical
transmitter in 40G TWDM-PON is provided, comprising: a.
FP-LD, for generating and outputting multiple-longitudinal
mode light wave, wherein the FP-LD is also driven by an
electrical signal, and modulating the electrical signal to an
optical carrier; an optical coupler, coupled with the FP-LD,
wherein the coupler is used for feeding the multiple-longi-
tudinal mode light wave from the FP-LD to a fiber Bragg
grating with tunable wavelength; the fiber Bragg grating
with tunable wavelength is for filtering the received mul-
tiple-longitudinal mode light wave according to a predeter-
mined parameter, and feeding back the optical signal gen-
erated after being filtered to the optical coupler; the optical
coupler is for dividing the optical signal to a first branch
optical signal and a second branch optical signal, wherein,
the first branch optical signal is fed back to the FP-LD, the
second branch optical signal is fed to a detector; the detector
is used for judging whether the wavelength and power of the
second branch optical signal meet a predetermined condi-
tion; when the predetermined condition is not met, the
FP-LD reflects the first branch optical signal to the optical
coupler, and the optical coupler, the fiber Bragg grating with
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tunable wavelength, the optical coupler and the detector in
turn repeat respectively the operations of the feeding, the
filtering and feedback, the dividing and the judging; when
the predetermined condition is met, the detector outputs the
second branch optical signal to an output port of the optical
transmitter; wherein, the optical transmitter further includes
a controller, the controller is used for receiving a control
signal from a optical line terminal, and adjusting the prede-
termined parameter of the fiber Bragg grating with tunable
wavelength according to the control signal.

According to a third aspect of the invention, a 40G time
and wavelength multiplexing passive optical network
(TWDM-PON) is provided, comprising a optical line ter-
minal, a remote node coupled with the optical line terminal
via a fiber, and an optical network unit coupled with the
remote node, wherein, the optical network unit comprises an
arrayed waveguide grating coupled with the remote node, a
downlink receiver coupled with the arrayed waveguide
grating and an optical transmitter according to the second
aspect of the invention coupled with the arrayed waveguide
grating, wherein, the optical line terminal is for transmitting
an control signal to the optical transmitter, which is used to
adjust the predetermined parameter of the fiber Bragg grat-
ing with tunable wavelength, wherein, the predetermined
parameter represents the central wavelength of the fiber
Bragg grating; the optical transmitter is for adjusting the
predetermined parameter of the fiber Bragg grating with
tunable wavelength, according to the control signal.

The invention proposes a novel ONU or OLT transmitter
with low cost based on a self-injection FP-LD, in order to
reduce the access cost of TDM-PON and 40G TWDM-PON.
In the invention, the (tunable) FBG of millimeter level is
used to achieve the function of filtering and reflecting at the
same time, while not needing additional optical filter.
Finally, the (tunable) FP-LLD can generate a single longitu-
dinal mode with a constant power, which has a performance
almost same as the performance of an tunable laser.

Besides, the length of the feedback cavity between a
FP-LD and (tunable) FBG is about 10 mm, thus it’s very
easy to integrate the feedback cavity to an ordinary FP-LD
component. In addition, the cost of an optical coupler and
FBG is extremely low.

Thus, the embodiments of the invention, used in a TDM-
PON and 40G TWDM-PON, have the following technical
effect.

low cost:

1. for a TDM-PON system: the price of a 2.5 GHz
commercial DFB-LD is about 20US$; while the price of a
2.5G commercial FP-LD is about 10$, and the price of a
FBG and optical coupler is extremely low. Thus, for a
TDM-PON system with 64 ONUs, the total system cost may
be saved by up to 6008.

2. for a 40G TWDM-PON system: current commercial
FP-LD may be used an tunable transmitter of a 40G TWDM-
PON. Generally speaking, the price of a 2.5G tunable laser
in an ONU is about 2008, while the price of a 2.5G
commercial FP-LD is about 10$, and the cost of an tunable
FBG and optical coupler is about 90$. Thus, for a TWDM-
PON system with 64 ONUs, the total system cost may be
saved by up to 64008.

easy to integrate: an (tunable) FBG is used to filter and
reflect, and it’s a size of millimeter level. The length of the
feedback cavity between a FP-LD and (tunable) FBG is
about 10 mm, thus it’s very easy to integrate the FBG and
the optical coupler to an ordinary commercial FP-LD com-
ponent.
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easy to implement: in the implementation, a common
FP-LD can be integrated with a feedback cavity, as a new
FP-LD module. The technician only needs to replace the old
FP-LD with the new FP-LD, without needing to change
other modules in an ONU.

BRIEF DESCRIPTION OF THE DRAWING

By reading the following detailed description of non-
limiting embodiments referring to the attached drawings,
other features, purposes and advantages of the invention will
become clearer.

FIG. 1 shows the system topology diagram of an existing
TDM-PON, wherein, it’s based on FP-LD at the ONU side;

FIG. 2 shows the schematic diagram of existing improved
FP-LD based on an external injection seed source;

FIG. 3 shows the diagram of an existing tunable laser at
the ONU side;

FIG. 4(a) shows the diagram of a FP-LD optical trans-
mitter with self-excitation function according to an embodi-
ment of the invention;

FIG. 4(b) shows a FP-LD spectrum diagram without
self-excitation function;

FIG. 4(c) shows the spectrum diagram of a self-excited
FP-LD based on a FBG feedback cavity according to an
embodiment of the invention;

FIG. 5 shows the system architecture diagram of a TDM-
PON according to an embodiment of the invention;

FIG. 6(a) shows the diagram of a FP-LD optical trans-
mitter with self-excitation function according to another
embodiment of the invention;

FIG. 6(b) shows a FP-LD spectrum diagram without
self-excitation function;

FIG. 6(c) shows the spectrum diagram of a self-excited
FP-LD based on an tunable FBG feedback cavity according
to another embodiment of the invention;

FIG. 7 shows the system architecture diagram of a 40G
TWDM-PON according to an embodiment of the invention;

Wherein, the same or similar reference signs represent the
same or similar step features or apparatuses/modules.

DETAILED DESCRIPTION OF EMBODIMENTS

—The First Embodiment:

The architecture of the TDM optical transmitter 4 is
proposed, according to an embodiment of the invention. The
architecture comprises three parts, as shown in FIG. 4 (a),

1) the commercial FP-LD 40, as the original optical
source, which has multi-longitudinal-mode (MLM) output;

2) the 1:2 optical coupler 41, and its optical divide ratio
is 5%:95%. The part of 95% ratio is used as an output port,
and the part of 5% ratio is used to feed to a FBG. The optical
coupler is just for dividing and combining optical power: the
signal content is completely the same, and only the magni-
tude of optical power is different. The optical divide ratio of
optical power in the embodiment is 5%:95%. Certainly, the
above ratio of 5%:95% is used just as an example, and the
technicians of this field may adjust the ratio according to
actual need.

3) the FBG 42, used as an optical filter device and an
optical reflection device at the same time. It can be used to
select a specified SLM, and transmit the selected SLM to the
original FP-LD. Thus, the optical coupler 41 cascaded with
the FBG 42 can be directly integrated to the commercial
FP-LD 41, to form a feedback cavity of 10 mm length, to be
used in the self-injection locked mode.
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In detail, the FP-LLD 40 generates multiple-longitudinal
mode light wave, the FP-LD is also driven by an electrical
signal (i.e., the data in FIG. 4(a)), modulates the electrical
signal to the multiple-longitudinal mode light wave, and
outputs the modulated multiple-longitudinal mode light
wave to the coupler 41;

The optical coupler 41 couples with the FP-LD 40, and
the coupler is used for feeding the modulated multiple-
longitudinal mode light wave from the FP-LD 40 to a fiber
Bragg grating (FBG for short) 42;

The fiber Bragg grating 42 is for filtering the received
multiple-longitudinal mode light wave according to a pre-
determined parameter, and feeding back the generated opti-
cal signal after being filtered to the optical coupler 41;

The optical coupler 41 is for dividing the optical signal to
a first branch optical signal I and a second branch optical
signal II, wherein, the first branch optical signal I is fed back
to the FP-LD 40, and the second branch optical signal is fed
to a detector (not shown in the figure). The optical signal
emitted by the FP-LD goes to the FBG through the coupler
41, without being combined or divided; the optical signal
reflected by the FBG is divided by the coupler 41 into the
first branch I and the second branch II, wherein the first
branch is fed to the FP-LD, and the second branch is
connected to a detector.

The detector is generally a spectrometer and optical
power meter, which is used for judging whether the wave-
length and power of the second branch optical signal Il meet
a predetermined condition. The predetermined condition
comprises that a single wavelength optical signal with a
stable wavelength and power is outputted by the second
branch optical signal.

When the predetermined condition is not met, the FP-L.D
40 reflects the first branch optical signal to the optical
coupler 41, then the optical coupler 41 implements the
operations of the feeding, the fiber Bragg grating 42 imple-
ments the operations of the filtering and feedback, the
optical coupler 41 implements the operations of the divid-
ing, and the detector implements the operations of the
judging;

When the predetermined condition is met, the output port
of the second branch optical signal II is an output port of the
optical transmitter, e.g. when the second branch optical
signal II outputs a single wavelength optical signal with a
stable wavelength and power, the output port of the second
branch optical signal II is an output port of the optical
transmitter.

Therefore, in the embodiment, the feedback light is
selected by a FBG and propagated in the following optical
path: FP-LD 40—soptical coupler 41—=FBG 42—optical
coupler 43—FP-LD d40-—soptical coupler 41—=FBG
42— . . . another output of the optical coupler.

Alaser cavity is formed between a FP-LLD and a FBG, and
only the optical wavelength in the FBG reflection spectrum
will be oscillated to implement a single mode operation.

The FP-LD original spectrum without self-injection is
shown in FIG. 4(b). Based on the filtering and reflecting
function of a FBG, the FP-LD will excite a single longitu-
dinal mode, and the output of the single longitudinal mode
will be amplified by a self-injection operation, without an
expensive optical source of external injection, and the FP-
LD feeds back by itself and is stably locked to the position
of'the FBG central wavelength by the reflected optical wave.
Finally, the FP-LD outputs a single longitudinal mode with
constant power, and it has almost the same transmission
performance as the DFB laser. FIG. 4(c) shows the output
spectrum of a FP-LD implementing self-feedback based on
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the proposed feedback device, wherein, the output signal
mode has a good side-mode suppression ratio.

In the embodiment, the FBG is a main component imple-
menting the FP-LD self-exciting. To match the existing
TDM-PON wavelength plan (defined in ITU-T), the FBG
central wavelength equals to 1310 nm in the uplink trans-
mission, and 1490 nm in the downlink transmission.
Besides, in the central wavelength, 3 dB width of the FBG
is 0.6-1.0 nm, and the reflectivity is 99%. Based on the
existing FBG manufacture process, these parameters are
easy to obtain. The FBG has a filtering function, and 3 dB
width is an essential parameter of the FBG, namely the filter
window.

Based on the self-excited locked mode of the embodi-
ment, the improved FP-LD transmitter can be deployed
either in an OLT, or in an ONU, shown in FIG. 5. The FIG.
5 shows an optical line terminal 51, a remote node 52 and
an optical network unit 53. Wherein, the optical line terminal
51 comprises a downlink transmitter 511, an uplink receiver
513, and an arrayed waveguide grating 512. The downlink
transmitter 511 further comprises a FP-L.D, a coupler and a
FBG. The remote node includes optical splitter 521. The
optical network unit 53 comprises an arrayed waveguide
grating 531, a downlink receiver 532 and an uplink trans-
mitter 533. Wherein, the uplink transmitter 533 comprises a
FP-LD, a coupler and a FBG. As shown in FIG. 5, when the
FBG is used in the downlink transmitter 511 according to the
embodiment of the invention, the central wavelength of the
FBG is 1490 nm. When the FBG is used in the uplink
transmitter 533 according to the embodiment of the inven-
tion, the central wavelength of the FBG is 1310 nm.

When the improved FP-LD transmitter is deployed in an
OLT or ONU, it may obtain a essentially same transmission
performance as the DFB-LD, thereby achieving high modu-
lation rate and long transmission distance.

The Second Embodiment:

The following describes another embodiment of the
invention, by referring to FIG. 6 and FIG. 7.

The architecture of the TWDM optical transmitter 6 is
proposed, according to another embodiment of the inven-
tion. The architecture 6 comprises three parts, as shown in
FIG. 6(a),

1) the commercial FP-LD 60, as the original optical
source, which has multi-longitudinal-mode (MLM) output;

2) 1:2 optical coupler 61, and its optical division ratio is
5%:95%. The part of 95% ratio is used as an output port, and
the part of 5% ratio is used to feed to a FBG. The optical
coupler is only for dividing and combining optical power:
and the signal content is completely the same, and only the
magnitude of optical power is different. The optical division
ratio of optical power in the embodiment is 5%:95%.
Certainly the above ratio of 5%:95% is only used as an
example, and the technicians of the field may adjust this
ratio according to actual need.

3) the FBG 62, used as an optical filter device and an
optical reflection device at the same time. It can be used to
select a specified SLM, and transmit the selected SLM to the
original FP-LD. Thus, the optical coupler 61 cascaded with
the FBG 62 can be directly integrated to the commercial
FP-LD 61, to form a feedback cavity of 10 mm length, to be
used in the self-feedback locked mode.

In detail, the FP-LD 60 generates multiple-longitudinal
mode light wave, the FP-LD is also driven by an electrical
signal (i.e., the data in FIG. 6(a)), modulates the electrical
signal to the multiple-longitudinal mode light wave, and
outputs the modulated multiple-longitudinal mode light
wave to the coupler 61;
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The optical coupler 61 couples with the FP-LD 60, the
coupler is used for feeding the modulated multiple-longitu-
dinal mode light wave from the FP-LLD 60 to a fiber Bragg
grating (FBG) 62;

The fiber Bragg grating 62 is for filtering the received
multiple-longitudinal mode light wave according to a pre-
determined parameter, and feeding back the optical signal
generated after being filtered to the optical coupler 61;

The optical coupler 61 is for dividing the optical signal to
a first branch optical signal III and a second branch optical
signal 1V, wherein, the first branch optical signal III is fed
back to the FP-LD 60, and the second branch optical signal
1V is fed to a detector (not shown in the figure). For coupler
60, the optical signal emitted by the FP-LD goes to the FBG
through the coupler 61, without being combined or divided;
the optical signal reflected by the FBG is divided by the
coupler 41 into the first branch III and the second branch IV,
wherein the first branch III is fed to the FP-LD, the second
branch IV is connected to a detector.

The detector are generally a spectrometer and an optical
power meter, which is used for judging whether the wave-
length and power of the second branch optical signal IV
meet a predetermined condition. The predetermined condi-
tion comprises that a single wavelength optical signal with
a stable wavelength and power is outputted by the second
branch optical signal IV.

When the predetermined condition is not met, the FP-L.D
60 reflects the first branch optical signal III to the optical
coupler 61, then the optical coupler 61 implements the
operations of the feeding, the fiber Bragg grating 62 imple-
ments the operations of the filtering and feedback, the
optical coupler 61 implements the operations of the dividing
and the detector implements the operations of the judging;

When the predetermined condition is met, the output port
of'the second branch optical signal IV is an output port of the
optical transmitter, e.g. when the second branch optical
signal IV outputs a single wavelength optical signal with a
stable wavelength and power, the output port of the second
branch optical signal IV is an output port of the optical
transmitter;

Therefore, in the embodiment, the feedback light is
selected by a FBG and propagated in the following optical
path: FP-LD 60—optical coupler 6—=tunable FBG 62—opti-
cal coupler 63—FP-LD a—»optical coupler 61—=FBG
62— . . . another output of the optical coupler. A laser cavity
is formed between a FP-LD and a FBG, and only the optical
wavelength in the FBG reflection spectrum will be oscillated
to implement a single mode operation.

Besides, controller 63 is used to receive the control signal
from an OLT, and used to adjust the predetermined param-
eter of the fiber Bragg grating with tunable wavelength,
according to the control signal.

In the invention, an tunable FBG needs to be able to
change its central wavelength accurately. Once an ONU
receives from an OLT a downlink control command about a
specified wavelength channel, the control circuit in the ONU
is triggered and adjusts the central wavelength of the tunable
FBG. Thus, the output wavelength of multi-longitudinal-
mode FP-LD is the same with the central wavelength of the
tunable FBG. The filtered longitudinal mode will be
reflected in the feedback device and returns to the FP-LD.

The original spectrum of FP-LD without self-injection is
shown in FIG. 6(b). Based on the filtering and reflecting
function of the tunable FBG, the FP-LD will excite a single
longitudinal mode, and the output of the single longitudinal
mode will be amplified by a self-injection operation. With-
out needing an expensive optical source of external injec-
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tion, the FP-LD injects by itself and is stably locked to the
wavelength generated by the FBG via the reflected optical
wave. Finally, the FP-LD outputs a single longitudinal mode
with constant power, and it has almost the same transmission
performance with the tunable laser. FIG. 6(c) shows the
output spectrum of a FP-LD implementing self-injection
based on the proposed feedback device, which is obtained by
adjusting the central wavelength of the reflection spectrum
of'the tunable FBG, wherein, 601-604 represent respectively
that four single longitudinal modes with different wave-
length can be obtained.

In the embodiment, the tunable FBG is a key component
implementing the FP-LD self-injection. The tunable FBG
accurately matches with the wavelength plan used in uplink
transmission of the existing 40G TWDM-PON;, through an
optimized design. Besides, in the central wavelength, 3 dB
width of the tunable FBG is about 0.6-1.0 nm, the reflec-
tivity is 99%. These requirements are easy to meet through
the existing FBG manufacture technique.

Based on the self-injection locking mode solution pro-
posed by the invention, it may obtain a 40G TWDM-PON
system with a low-cost tunable ONU transmitter, shown as
FIG. 7. It should be understood, some control solution are
needed, such as the control of temperature and wavelength,
or the control of the wavelength based on the different stress
applied by the FBG, to ensure that different ONUs can
generate the same wavelength groups.

Besides, the step of adjusting wavelength of the fiber
Bragg grating with tunable wavelength is 100 GHz or 200
GHz, with four adjusting steps in total. For the 100 GHz
step, the range of adjusting wavelength is 0 to 400 GHz. And
for the 200 GHz step, the range of adjusting wavelength is
0 to 800 GHz.

Besides, when locating in different optical network unit,
the wavelength of the optical signal outputted by an optical
transmitter may be either the same, or different.

The above describes the embodiments of the invention,
but the invention is not limited to the specific systems,
devices and detailed protocols. The technicians in the field
may make various deformations or modifications in the
scope of the appended claims. Those ordinary technicians of
this technical field may understand and implement other
changes to the disclosed embodiments, by studying the
specification, disclosure, diagrams and the appended claims.
In the claims, the word “comprise” doesn’t exclude other
components and steps, and the word “a” doesn’t exclude
plural. In the invention, “first”, “second” only represent a
name, not an order relation. In the actual application of the
invention, a component may implement the functions of
multiple technical features quoted by the claims. Any ref-
erence signs in the claims shouldn’t be understood as a
limitation to the scope.

What is claimed is:
1. An optical transmitter used for a time division multi-
plexing system, the optical transmitter comprising:
a Fabry Perot-Laser Diode (FP-LD) driven by an electric
signal, the FP-LD configured to,
generate a multiple-longitudinal mode light wave,
modulate the electrical signal to the multiple-longitu-
dinal mode light wave, and
output the modulated multiple-longitudinal mode light
wave; and
an optical coupler coupled with the FP-LD, and config-
ured to feed the modulated multiple-longitudinal mode
light wave from the FP-LD to a fiber Bragg grating,
wherein
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the fiber Bragg grating is configured to,
filter the received multiple-longitudinal mode light

wave according to a parameter, and
feed back the filtered light wave to the optical coupler,
the optical coupler is configured to divide the filtered light
wave into a first branch optical signal and a second
branch optical signal, the first branch optical signal
being fed back to the FP-LD, and the second branch

optical signal being fed to a detector,

the detector is configured to judge whether a wavelength

and a power of the second branch optical signal meet a
condition,

when the condition is not met,

the FP-LD is configured to reflect the first branch
optical signal to the optical coupler, and

the optical coupler, the fiber Bragg grating, the optical
coupler and the detector are configured to repeat
respectively the operations of feeding, filtering and
feeding back, dividing and judging, and

when the condition is met, the second branch optical

signal is provided as an output of the optical transmit-
ter.

2. The optical transmitter of claim 1, wherein the param-
eter is the wavelength or a frequency of the light wave.

3. The optical transmitter of claim 2, wherein

the wavelength of the light wave is 1310 nm when the

optical transmitter is configured to operate for uplink
transmitting, or

the wavelength of the light wave is 1490 nm when the

optical transmitter is configured to operate for down-
link transmitting.

4. The optical transmitter of claim 1, wherein a 3 dB
bandwidth of the fiber Bragg grating is between 0.6 nm to
1 nm.

5. The optical transmitter of claim 1, wherein the condi-
tion is that the second branch optical signal be a single
wavelength optical signal with a stable wavelength and
power.

6. The optical transmitter of claim 1, wherein the optical
transmitter is in an optical line terminal or an optical
network unit of the time division multiplexing system.

7. An optical transmitter of a time and wavelength divi-
sion multiplexing system, the optical transmitter compris-
ing:

a Fabry Perot-Laser Diode (FP-LD) driven by an electri-

cal signal, the FP-LLD configured to,

generate and output a multiple-longitudinal mode light
wave, and, and

modulate the electrical signal to the multiple-longitu-
dinal mode light wave; and

an optical coupler, coupled with the FP-LD, and config-

ured to feed the modulated multiple-longitudinal mode
light wave from the FP-LD to a fiber Bragg grating with
tunable wavelength, wherein

the fiber Bragg grating is configured to,

filter the received multiple-longitudinal mode light
wave according to a parameter, and
feed back the filtered light wave to the optical coupler;
the optical coupler is configured to divide the filtered light
wave into a first branch optical signal and a second
branch optical signal, the first branch optical signal
being fed back to the FP-LD, and the second branch
optical signal being fed to a detector,

the detector configured to judge whether a wavelength

and a power of the second branch optical signal meet a
condition,
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when the condition is not met,
the FP-LD is configured to reflect the first branch
optical signal to the optical coupler, and
the optical coupler, the fiber Bragg grating with tunable
wavelength, the optical coupler and the detector are
configured to repeat respectively the operations of
feeding, filtering and feeding back, dividing and
judging,
when the condition is met, the second branch optical
signal is provided as an output of the optical transmit-
ter, and
the optical transmitter further includes a controller, the
controller configured to,
receive a control signal from an optical line terminal,
and
adjust the parameter of the fiber Bragg grating with
tunable wavelength according to the control signal.
8. The optical transmitter of claim 7, wherein the con-
troller is configured to adjust the parameter by adjusting a
temperature or stress of the fiber Bragg grating with tunable
wavelength.
9. The optical transmitter of claim 7, wherein the param-
eter is the wavelength or a frequency of the light wave.
10. The optical transmitter of claim 7, wherein a 3 dB
bandwidth of the fiber Bragg grating with tunable wave-
length is between 0.6 nm to 1 nm.
11. The optical transmitter of claim 7, wherein at least one
of,
a step length of adjusting the wavelength of the fiber
Bragg grating with tunable wavelength is 100 GHz or
200 GHz, and
the Bragg grating has four adjustable step lengths.

12

12. The optical transmitter of claim 7, wherein the wave-
length of the output light wave of the optical transmitter
conforms to an uplink signal wavelength plan of full service
access networks (FSAN).

13. The optical transmitter of claim 7, wherein the optical
transmitter is in the optical network unit of 40G time and
wavelength division multiplexing system.

14. A time and wavelength multiplexing passive optical
network, comprising:

an optical line terminal;

a remote node coupled with the optical line terminal via

a fiber; and

an optical network unit coupled with the remote node, the

optical network unit including,

an arrayed waveguide grating coupled with the remote
node,

a downlink receiver coupled with the arrayed wave-
guide grating, and

an optical transmitter according to claim 7 coupled with
the arrayed waveguide grating, wherein

the optical line terminal is configured to transmit a
control signal to the optical transmitter, for adjusting
the parameter of the fiber Bragg grating with tunable
wavelength, the parameter representing the central
wavelength of the fiber Bragg grating, the optical
transmitter being configured to adjust the parameter
of the fiber Bragg grating with tunable wavelength,
according to the control signal.
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